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Issued to: HOPE INDUSTRIAL SYSTEMS INC 
1325 NORTHMEADOW PKWY ROSWELL, GA 30076-
3896, United States 

  

This is to certify that

representative samples of

 NWGQ2 - Information Technology Equipment Including 
Electrical Business Equipment - Component 

See Addendum Page for Product Designation(s). 
  

 
UL-US-L212889-27X3A6001-
92809102-2 
 

 Have been evaluated by UL in accordance with the 
component requirements in the Standard(s) indicated on 
this Certificate. UL Recognized components are incomplete 
in certain constructional features or restricted in 
performance capabilities and are intended for installation in 
complete equipment submitted for investigation to UL LLC. 

  

Standard(s) for Safety: UL 60950-1, 2nd Ed, Issue Date: 2007-03-27, Revision 
Date: 2019-05-09 

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information 

E212889-20190829 
This Certificate of Compliance indicates that representative samples of the product described in the certification 
report have met the requirements for UL certification. It does not provide authorization to apply the UL 
Recognized Component Mark. Only the Authorization Page that references the Follow-Up Services Procedure 
for ongoing surveillance provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Recognized Component Mark should be considered as being UL Certified 
and covered under UL’s Follow-Up Services.  
 
Look for the UL Recognized Component Mark on the product.
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 

  

Model Category Description 
HIS-ML12, May be provided with a suffix consisting of a 

dash (-) followed by four letters A through Z. 
LCD Display 

HIS-ML15, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML17, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML19, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML19.5, May be provided with a suffix consisting of 
a dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML19.5-xxxA, Note – All models may be provided 
with a suffix consisting of a dash (-) followed by four 

letters A through Z. 

LCD Display 

HIS-ML19.5-xxxB, Note – All models may be provided 
with a suffix consisting of a dash (-) followed by four 

letters A through Z. 

LCD Display 

HIS-ML20, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML22, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML23, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-ML23.8, May be provided with a suffix consisting of 
a dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RL15, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RL17, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RL19, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RL19.5, May be provided with a suffix consisting of 
a dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RM15, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RM17, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RM19, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 
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HIS-RM19.5, May be provided with a suffix consisting of 
a dash (-) followed by four letters A through Z. 

LCD Display 

HIS-RM23, May be provided with a suffix consisting of a 
dash (-) followed by four letters A through Z. 

LCD Display 


